. DESATO, INC.
e MATERTAL SAFETY DATA SHEET NPCA 1-72
‘ FOR CRATINGS, RESINS, AND RELATED MATERTIALS
(APPROVED BY US DEPARTMENT OF LAEDR "ESSENTIALLY SIMILAR® TO FORM OSHA-20)

SECTION 1

DESGQTG, INC. 1700 S. MT. PROSPECT ROAD
ADMINISTRATIVE AND RESEARCH CENTER DES PLAINES, ILLINDIS 60018
EMERGENCY TELEPHONE (312) 391-9020 DMS 2115 —z’iﬂﬁf

Aaer -Jkloss
PRODUCT CLASS MANUFACTURERS CODE IDENTIFICATION

MODIFIED POLYESTER R28X309

TRADE NAME SUPER DESDTHANE #172838- DATE (OF PREPARATION 09/716/82

BLACK-SUPERSEDES 01/19/82 MSDS

sesiskoiokksslorsookokoooksok. SECTION II-HAZARDOUS INGREDIENTS sk skl skokiodsiolokdkaokalok

INGREDIENT % OBYk TLY VAPOR
WEIGHT pPM MG/CUWM LEL PRESSURE
@ 20 DEG C
CARBON BLACK 5.0 2.5 NA NA
METHYL ETHYL KETONE 25.0 200 590 1.8 70
METHYL ISOBUTYL KETONE-SKIN 10.90 50 205 1.4 15
2-ETHOXYETHYL ACETATE-SKIN sk 5.0 50 279 1.8 2.0
ETHYL ACETATE 5.0 400 1400 2.2 76
BUTYL ACETATE 16.0 150 7190 1.7 8.0
ORGAND TIN COMPOUND-SKIN < 0.1 0.1 AS SN NA NA
% PERCENT BY WEIGHTI
TO NEAREST 5%, PLUS OR MINUS 5%, FOR SUBSTANCES 3-95%;
(5.0 FOR SUBSTANCES 0.5-5.0%;
0.5 FOR SUBSTANCES 0.0-0.5%.
s ACGIH NOTICE OF INTENDED CHANGE, 1982: TLV-TWA=5PPM NE = NOT ESTABLISHED
NA = NOT APPLICABLE

SRR e ekl el SECTION IIY-PHYSICAL DATA sescoicknosksiksioneiokssioiskioiiok o kil

PROPERTY MEASUREMENT
BO0ILING RANGE 171.0 70 312.0 DEG F. 77.0 74 156.0 DEG C.
D760 MM HG
VAPUR DENSITY X HEAVIER LIGHTER THAN AIR
WEIGHT PER GALLON 8.1 LBS.
PERCENT VOLATILE BY VOLUME 58.0
EVAPCRATICN RATE FASTER X SLOWER THAN ETHER

BOE-C6-0190089
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soosooesooooosowes: SECTION IV-FIRE AND EXPLOSION DATA sukcksissokiomiokiiiokiiis

DOT CATEGGR FLAMMABLE LIQUID FLASH PDINT 22.0 DEG F.
OSHA CMT;GERY FLAMMABLE LIQUID-CLASS I B (CLOSED CuP) -5.6 DEG C.
LOWER EXPLOSIVE LIMIT SEE II

EXTINGUISHING MEDIAT USE NATIONAL FIRE PROTECTIDN ASSOCTIATION CLASS B
EXTINGUISHERS (CARBON DIOXIDE, DRY CHEMICAL OR FOAM).

UNUSUAL FI
FROM HEAT,
EXPLODE M

R OSION HAZARDS: KEEP CONTAINERS TIGHTLY CLOSED. ISOLATE
EQUIPMENT, SPARKS AND DPEN FLAME. CLOSED CONTAINERS MAY
T EXTREME HEAT. DO NOT APPLY T3 HET SURFACES.,

SPECIAL FIRE FIGHT PROCEDURES? WATER SPRAY MAY BE INEFFECTIVE. WATER MAY
BE USED Tﬂ CoUL CLOSED CONTAINERS T PREVENT PRESSURE BUILC-UP AND POSSIBLE

AUTD IGNITION DOR EXPLOSION WHEN EXPUSED TO EXTREME HEAT. IF WATER IS USED, FOG

X
o f"'

MJF4V»ﬁ,x
pid

NOZILES ARE PREFERABLE. WFAR NIDSH APPROVED SELF-CONTAINED BREATHING APPARATUS
AND PROTECTIVE FLST%ING TO PREVENT CONTACLT WITH SKIN.
sk rocionninisioioisieinor SECTIAON V-HEALTH HAZARD DATA sofnkioioioikiotokioioioisiosiksioi ool

THRESHOLS LIMIT VALUE: SEE II (NOT ESTABLISHED FDR PRODUCT)O

EFFECTS OF IVEREXPOSURE:

INHALATION: ANESTHETIC. IRRITATION OF THE RESPIRATORY TRACT OR ACUTE NERVOUS
SYSTEM DEPRESSION CHARACTEZRIZED BY HEACACHE, ODIZZINESSy STAGGERING GAIT,
CONFUSION, UNCONSCIDUSNESS DR COMA.

KIN O

xJ

EYE CONTACT: PRIMARY IRRITATION.

“
-4

JTHER HEALTH EFFECTS:

REPRCDUCTIVE AND 3LOGD DISDRDERS AND BIRTH DEFECTS HAVE BEEN OBSERVED IN
TESTS ON LABORATORY ANIMALS WITH 2-METHOXYETHANOL, 2-ETHOXYETHANOL, AND
2-ETHOXYETHYL ACETATE. BECAUSE THIS PRODUCT CONTAINS AT LEAST ONE 0OF THESE
SOLVENTS, HAMDLING PRECAUTIOMS AS DJUTLINED IN SECTIONS VIII AND IX SHOULD BE
CAREFULLY FCOLLOWED TE AVIID OVEREXPOSURE.

EMERGENCY AND FIRST AID PROCEDURES: INHALATION: REMOVE FROM EXPJOSURE.

RESTURE BREATHING., KEEP WARM AND QUIET. NOTIFY A PHYSICIAN. SKIN CONTACT:
WASH AFFECTED AREAS WITH WATER, REMOVE CONTAMINATED CLOTHING. CONSULT A
PHYSICIAN. EYE CONTACT: FLUSH WITH WATER FOR 15 MINUTES. CONSULT A PHYSICIAN.
INGESTION: CONSULT A PHYSICIAN,

SOt G ek ek SECTION VI-REACTIVITY DATA oessosioksisorsieskioriokioiokisioioisisk
STABILITY: UNSTABLE X STABLE

INCOMPATIBILITY (MATERTIALS TO AVOID):

HAZARDGUS DECOMPOSITION PRODUCTS
PRGDULTS OF COMBUSTION ARE HAZARDDUS

HAZARDOUS PCLYMERIZATIONS MAY CCCUR X WILL NDT OCCUR

CONDITIONS TO AVQOID:

BOE-C6-0190090
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sofoeokokeioiooioioins SECTINON VII-SPILL R LEAK PROCEDURESHesaoiiosidnioiknsksk sk

STEZPS TO BE TAKEN IN CASE MATERIAL IS RELEASED CR SPILLED: REMOVE ALL SOURCES
JF IGNITIOM. AVDID B8REATHING VAPORS. VENTILATE AREA. REMOVE WITH INERT
ABSUORBENT AND NON-SPARKING TOOLS.

IN ACCORDANCE WITH LOCAL, STATE AND FEDERAL

WASTE DISPOSAL METHODS: DISPOSE
PROVED FAuILTTY. DC NOT INCINERATE CLOSED

REGULATIONS. INCINERATE IN ﬂP
CONTAINERS.

seiekieolor ook SECTION VITI-SPECIAL PROTECTION INFORMATION skt

RESPIRATORY PROTECTION:
IF EXPOSURE EXCEEDS OCCUPATITONAL EXPOSURE LIMITS INOICATED IN SECTION II USE
NIDOSH APPROVED ORGANIC VAPNR RESPIRATOR. IN CONFINED AREAS USE NIQOSH APPROVED

AIR LINE TYPE RESPIRATORS OR HOODS.

VENTILATION: WHERE EMPLOYEEZS MAY BE EXPUSED, PROVIDE GENERAL DILUTION OR LOCAL
EXHAUST VENTILATION IN VCLUME AND PATTERN TO KEEP TLV OF HAZARDOUS INGREDIENTS
IN SECTION IT BZLUOW RECOMMENDEND (ACGIHY OR REGULATED (OSHA) LIMIT. WHERE
EMPLOYEES WILL NOT BE EXPOSED, KEEP LEL IN SECTION II SELOW 25% OF LIMIT

PROTECTIVE GLOVES: BUTYL RUBSER PREFERRED,., NEOPRENE OR NITRILE ACCEPTABLE.
EYE PROTECTION: SPLASH PROOF GOGGLES AND/OR FACE SHIELD.

OTHER PROTECTIVE EQUIPMENT: ‘
PROTECTIVE CLOTHING SUCH AS B8UTYL, NEOPRENE, OR NITRILE RUBBER APRON ACCEPTABLE.
A SAFETY SHOWERs AN EYE BATH, AND WASHING FACILITIES SHOULD BE AVAILABLE.

ek ok soseoksoksor. SECTION IX-SPECIAL PRECAUTIONS ssiduiskiskiokiokisiokioiokiok
PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING: DO NOT STORE ABOVE 120 DEG. F.
STORE LARGE QUANTITIES IN 2UTLDINGS DESIGNED FOR STORAGE OF FLAMMABLE LIQUIDS.

NOT TAKE INTERNALLY., CONTAINERS SHOULD BE GROUNDED
Ef SALL OF LIQUID IN EXCESS OF A FEW INCHES.

OTHER PRECAUTIONS: DO
WHEN POURING. AVOID FR

ONTAMINATED CLOTHING SHOULD BE WASHED BEFORE REUSE

OO NOT SAND, FLAME CUT, BRAZE 0OR WELD THE DRY COATING WITHOUT NIOSH
APPREOVED RESPIRATOR DR APPROPRIATE VENTILATION.

OBSERVE PRECAUTIONARY LABEL WARNINGS.

PREPARED BY R. A. PROKOP

BOE-C6-0190091



